
Rugged TROLL Sensor Guard Manual
Package included:
・Sensor Guard
・(2) Lock ties

Specifications
Weight: 100g
Material: PVC
Dimensions:  Diameter - 5 cm,  Length - 11 cm

1. Loose top of nut in counterclockwise rotation.

Installation

2. Install Rugged TROLL 100 into the sensor guard.

3. Pass Lock ties through sensor guard hole.

4. Tighten nut in clockwise rotation.

5. Mount on post or other stricture.
OR hang with wire (option), without lock ties. 

Post mounting

Hanging

Bottom view. 
DO NOT SCREW THIS SIDE. 

Hanging



Rugged TROLL センサーガード マニュアル
内容物：
・センサーガード
・ロックタイ×2本

仕様：
重量： 100g
材質： PVC
寸法：直径 - 5cm、長さ - 11cm

1. ガード上部のナットを反時計回りに緩めます。

設置方法

2. Rugged TROLL 100をセンサーガードへ指し込みます。.

3. ロックタイをセンサーガードの孔へ通します。.

4. 上部ナットを時計回りに締め付けます。

5. ポールまたはその他水中設置物に固定するか、ワイヤ
（オプション）で懸架します。ロックタイは不要です。

ポストマウント 懸架

底部
こちら側はねじらないでください。.


